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The present invention relates to the connection of subnets
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nected by wireless forwarder stations. According to the
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defined presence duration, whereby jitters of the presence
time caused by overlapping packet transmissions are com-
pensated. According to the present invention, a presence and
absence time of the forwarder station in the respective subnet
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NETWORK WITH SUBNETS BEING
CONNECTABLE VIA BRIDGE TERMINALS

The present invention relates to the field of packet switch-
ing networks. In particular, the present invention relates to a
method of connecting a first subnet and a second subnet of a
communication network by means of a bridge terminal, to a
bridge terminal, to a communication network with a first
subnet and a second subnet and a bridge terminal for connect-
ing the first and second subnets and to a computer program for
operating a bridge terminal of a communication network for
connecting a first subnet and a second subnet.

Radio networks of the standards and types, for example
W-CHAMB, ETSI BRAN Hiper-LAN/2, HomeRF, DECT,
Bluetooth/IEEE 802.15 and IEEE 802.11 are developed for
the operation in unlicensed bands. In general, those radio
networks share radio resources.

Document “Broadband Radio Access Networks (BRAN),
HIPERLAN type 2; “Functional Specifications; Data Link
Control (DLC) Layer; Part 4: Extension for Home Environ-
ment”, DTS 101 761-4, ETSI, April 2000.” describes an ad
hoc network including a plurality of terminals. At least one
terminal is provided as controller for controlling the ad hoc
network. In some cases, it may be necessary that another
terminal becomes the controller of the ad hoc network. In case
such a network reaches a pre-determined size, the division of
the ad hoc network into sub-networks is required. For per-
forming and controlling the communication between the sub-
nets, there may be provided a terminal which is adapted as
bridge terminal. Such a bridge terminal, which may also be
referred to as “forwarder” is, for example, described in DE
101 07 816 Al.

It is an object of the present invention to allow for a simple
and reliable communication between the subnets of a com-
munication network.

According to an exemplary embodiment of the present
invention, the above object may be solved with a method of
connecting a first subnet and a second subnet of a communi-
cation network by means of a bridge terminal wherein the first
subnet operates on a first frequency channel and the second
subnet operates on a second frequency channel. According to
an exemplary embodiment of the present invention, an opera-
tion of the bridge terminal is switched between an operation
in the first subnet on the first frequency channel and an opera-
tion in the second subnet on the second frequency channel.
When the bridge terminal is operated in the first subnet it is
unavailable for the second subnet. When the bridge terminal
is operated in the second subnet, it is unavailable for the first
subnet. The unavailability of the bridge terminal in the first
and the second subnets is signaled to terminals of the first and
second subnets by means of a power saving signal of the
communication network.

According to this exemplary embodiment of the present
invention, a very simple method is provided for controlling
the bridge terminal in a way that during its absence time in the
first and second subnets, no information gets lost, while
allowing for a high data transmission rate.

According to an exemplary embodiment of the present
invention, the communication network is a packet transmis-
sion or switching network in accordance with the IEEE
802.11 standard. The IEEE 802.11 standard (IEEE 801.11,
1999 edition (ISO/IIC 8802-11: 1999) IEEE standards for
information technology-telecommunications and informa-
tion exchange between systems) is hereby incorporated by
reference.

According to another exemplary embodiment of the
present invention, the bridge terminal is switched periodi-
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2

cally between the first and second subnets and jitters in a
pre-determined duration of absence in the subnets are com-
pensated over a plurality of switching cycles by respectively
controlling the switching.

Advantageously, this exemplary embodiment of the
present invention may ensure that the presence time of the
bridge terminal is equal for both subnets. Advantageously,
this avoids delays in the data transmission.

According to another exemplary embodiment of the
present invention, a content of missed beacon signals is
reported by the bridge terminal by means of a probe/probe
signaling. Advantageously, this allows for a very secure data
transmission.

Another exemplary embodiment of the present invention
provides for a bridge terminal for connecting the first and
second subnets, where the unavailability of the bridge termi-
nal in the first and second subnets, i.e. the absence and pres-
ence time in the respective one of the first and second subnets
is signaled within the respective subnets by means of a power
saving signal of the communication network. Advanta-
geously, according to this exemplary embodiment of the
present invention, a simple connection between subnets of a
communication network is provided, where an already exist-
ing signal structure, namely the signals relating to a power
saving mode are used for signaling the absence time and the
presence time of the bridge circuit in the respective subnet.

Further exemplary embodiments of the bridge terminal
according to the present invention, which may allow for an
improved data transmission rate between the subnets, while
requiring no further signaling structure for informing other
terminals in the first and second subnets about the absence
time and the presence time of the bridge terminal.

Additional exemplary embodiments of communication
networks according to the present invention allow for a
simple network architecture, which can be set up with low
effort and at low cost.

The present invention also relates to a computer program
for operating a bridge terminal of a communication network
for connecting a first subnet and a second subnet, wherein the
first subnet operates on a first frequency channel and the
second subnet operates on a second frequency channel. The
computer program according to the present invention is pref-
erably loaded into a working memory of a data processor in
the bridge circuit. The data processor in the bridge circuit is
thus equipped to carry out the method of the invention. The
computer program may be stored on a computer readable
medium, such as a CD-Rom. The computer program may also
be presented over a network, such as the WorldWideWeb and
can be downloaded into the working memory of a data pro-
cessor from such a network.

It may be seen as the gist of an exemplary embodiment of
the present invention that the bridge circuit or forwarding
station switches to the other frequency channel of the other
subnet, to remain there for a pre-defined presence duration.
According to an exemplary embodiment of the present inven-
tion, jitters of the presence time caused by overlapping packet
transmission are compensated. According to an aspect of the
present invention, the presence and absence of the bridge
circuit in the respective subnets is signaled in the respective
subnets to, for example, other terminals by using signals
relating to the power saving mode of the communication
network.

These and other aspects of the present invention are appar-
ent and will be elucidated with reference to the embodiments
described hereinafter and with reference to the following
drawings:
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FIG. 1 shows a simplified schematic representation of an
ad hoc network, including three subnets, each subnet includ-
ing terminals for radio transmission according to an exem-
plary embodiment of the present invention.

FIG. 2 shows a time-dependency diagram showing the
switching between two subnets according to an exemplary
embodiment of the present invention.

FIG. 3 shows a time dependency diagram showing a time
jitter compensation according to an exemplary embodiment
of the present invention.

FIG. 4 shows a MAC frame format in accordance with the
TEEE 802.11 standard.

FIG. 5 shows a time dependency diagram showing a sig-
naling of a presence and absence in a subnet in accordance
with an exemplary embodiment of the present invention.

FIG. 6 shows a time dependency diagram of a broadcast for
signaling a doze mode in accordance with an exemplary
embodiment of the present invention.

FIG. 7 shows a time dependency diagram of a transmission
of a data frame for signaling the doze mode in accordance
with an exemplary embodiment of the present invention.

FIG. 8 shows a time dependency diagram of an ad hoc
traffic indication message in accordance with an exemplary
embodiment of the present invention.

FIG. 9 shows a time dependency diagram showing the
effects of ATIM on the frequency switching in accordance
with an exemplary embodiment of the present invention.

FIG. 10 shows a time dependency diagram showing the use
of the probe-response mechanism in accordance with an
exemplary embodiment of the present invention.

FIG. 11 shows a time dependency diagram of an exemplary
embodiment of a method for operating a communication
network in accordance with the present invention.

FIG. 1 shows a simplified schematic representation of an
exemplary embodiment of an ad hoc communication network
in accordance with the present invention. The network
depicted in FIG. 1 includes three subnets 1 to 3, respectively
including a plurality of terminals 4 to 16. The terminals 4 to 9
are part of the subnets 1, terminals 4 and 10 to 12 are part of
the subnet 2 and terminals 5 and 13 to 16 are part of the subnet
3. Within a subnet, the terminals belonging to the respective
subnet exchange data via radio transmission. The ellipses
depicted in FIG. 1 respectively indicate the radio areas of the
subnets 1 to 3 within which a communication between termi-
nals belonging to the respective subnet is possible.

Terminals 4 and 5 are referred to as bridge terminals or
forwarders since these terminals allow for a data transmission
between the subnets 1 and 2 and 1 and 3. The bridge terminal
4 is provided for the data transmission between the subnets 1
and 2 and the bridge terminal 5 is provided for the data
transmission between the subnets 1 and 3.

Terminals 4 to 16 of the local network may be mobile or
fixed communication devices and may, for example, include
a station, a connection control device, a radio transceiver
including an antenna or the like. A station may, for example,
be a portable computer or a telephone.

In the following, the present invention will further be
described with reference to a communication network and
subnets in accordance with the IEEE 802.11 standard. It has
to be noted that in spite of the fact that the present invention is
described in the following with reference to communication
networks in accordance with the IEEE 802.11 standard, the
present invention is not limited to such standards, but may be
applied to any packet switched radio communication network
having a signaling structure for indicating a doze or power
save mode of a terminal.
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4

FIG. 2 shows a time dependency diagram for further
explaining the switching of the bridge terminal from one
subnet net 1, which is operated at the frequency f,, to another
subnet net 2, which is operated at the frequency f,. As may be
taken from FIG. 2, the bridge terminal is switched periodi-
cally from the subnet net 1 to the subnet net 2 and back to the
subnet net 1. During the time the bridge terminal is present in
the subnet net 1, it is absent in subnet net 2. During the time
the bridge terminal is present in subnet net 2, it is absent in
subnet net 1. As also may be taken from FIG. 2, the frequency
switching may approximately take 2 milliseconds. During the
frequency switching, i.e. during these 2 milliseconds, the
bridge circuit is able neither to receive nor to transmit any-
thing.

FIG. 3 shows a time dependency diagram for further
explaining an extension or reduction of the presence time of
the bridge circuit in one of the subnets net 1 and net 2 in
accordance with an exemplary embodiment of the present
invention. Due to the competition access method for access-
ing a radio channel, the switching, i.e. the change between the
presence and absence of the bridge channel in one subnet
cannot be carried out at one precise moment of time.

After the end of pulse 20, the frequency of the radio trans-
mitter of the bridge circuit is switched from the frequency of
subnet net 1 to the frequency of subnet net 2. This is indicated
by arrow 22. As already indicated with reference to FIG. 2, the
switching between the subnets usually takes approximately 2
ms. Then, the subnet is present, i.e. operated in the subnet net
2 as indicated with pulse 24. A comparison of pulse 20 to
pulse 24 shows that the pulse 24 is longer than the pulse 20. In
this case, due to the competition access method, the presence
time of the bridge terminal is extended by an extension 26.
Then, the operation of the bridge terminal is switched back to
the subnet net 1 where, after the approximately 2 ms of the
switching, the bridge terminal is available during a time indi-
cated by a pulse 28. After the end of pulse 28, the bridge
circuit is again switched to the operation in the subnet net 2.
As may be taken from pulse 30 indicating the presence of the
bridge terminal in subnet net 2, the pulse 30 is shorter than the
standard pulse 20, indicating the standard presence time of
the bridge terminal in the respective subnet. The pulse 30 was
reduced by a time 32 indicated in FIG. 3. After the pulse 30,
the operation of the bridge terminal is switched back to the
operation in the subnet net 1.

A further reason for the extension of the absence time of the
bridge terminal in one of the subnets is the internal transmis-
sion between stations and collisions between absence time
signaling messages. The jitter of the switching strongly
depends on the traffic to be transmitted between the subnets.

An extension of the presence time causes a delay of the data
transmission. In order to allow for a fair presence time of the
bridge terminal in both subnets, it is necessary to set a mean
presence time. The mean presence time in the example
depicted in FIG. 3 is indicated with pulse 20. As may be taken
from FIG. 3, the presence time 30 following an extended
presence time 24 is reduced by the amount 32, by which the
presence time 34 exceeds the extended presence time 20.
Thus, the pulse 32 should have the same dimensions as the
pulse 26. According to this principle, after sufficient switch-
ing cycles between the two subnets, an average presence time
corresponding to the set presence time 20 may be achieved.

Presence and Absence on the Basis of the Energy Saving
Modes

In the energy saving mode, a station or terminal may be in
one of two states:

1. awake: the station is ready for transmission and/or recep-
tion



US 9,089,004 B2

5

2. doze: the station/terminal neither sends nor receives

The awake state of a station or terminal includes the con-
tinuous listening on the radio pulse for a frame for starting a
transmission or actualizing the NAV. Due to this, by the
reception of one frame, all stations may draw conclusions
with respect to the power management state of the transmis-
sion or receiving station of the received frame. The IEEE
802.11 standard defines three different categories of frame
types: data frames, control frames and management frames.
The header of each frame to be transmitted includes a plural-
ity of control and management information, as may be taken
from FIG. 4, showing the general frame format in accordance
with the IEEE 802.11 standard. A complete description of the
information in the header may be taken from the IEEE 802.11
standard, which is hereby incorporated by reference.

FIG. 5 shows a detail of a header for further explaining the
principle of the present invention. As depicted in FIG. 5, the
indication of the energy saving mode is made by means of a
power management bit (PWRMgtBit)-field indicated with
reference numeral 40 in FIG. 5. As may be taken from FIG. 5,
during a data exchange sequence, including the exchange of
data frame 42, a switching from the subnet net 1 to the subnet
net 2 may be indicated by the bridge terminal by setting the
power management bit 40. After the power management bit
40 has been sent, all other terminals in the subnet net 1 are
aware that the bridge terminal is in the doze state, i.e. not
available in the subnet net 1. Since all stations continually
listen to the radio path, this doze state of the bridge terminal
is signaled to all stations/terminals in the subnet net 1. Then,
the bridge terminal can be switched to the subnet net 2 and
start its operation in the subnet net 2.

The CSMA/CA method, which is the basic access method
according to the IEEE 802.11 standard avoids collisions by
the use of a priority scheme according to which access rights
of respective stations are signaled. In case a station is ready to
send, the station listens to the transmission media, i.e. to the
radio path and if the path is free, it sends a transmission
request. Details with respect to the CSMA/CA are described
in the IEEE 802.11 standard, which is hereby incorporated by
reference. Due to the CSMA/CA method, the appearance of
collisions may be reduced, however, it cannot be completely
avoided.

Due to this, the sign-off of the bridge terminal from the
remaining stations in the actual subnet cannot always be
performed without collisions. A preferable way to signal or
broadcast the sign-off is the normal data transmission
sequence, including RTS/CTS (ready to send/clear to send)
from the bridge terminal to other stations or from other sta-
tions to the bridge terminal. This data exchange is protected
by the NAV and furthermore includes a confirmation for the
received signaling of the following doze mode.

In case the presence time of the bridge circuit ends and
there is no planned data transmission, there are two alterna-
tives for signaling the sign-off. The first alternative is to send
a broadcast message, which is a transmission from the bridge
terminal to all or most of the remaining terminals or stations
in the respective subnet. The second alternative is the trans-
mission of a data frame, which is a terminal to terminal
transmission. The first alternative, i.e. the broadcast transmis-
sion is depicted in FIG. 6 and the data frame transmission, i.e.
the second alternative, is depicted in FIG. 7.

As can be taken from FIG. 6, the bridge terminal is awake
until the end of the broadcast transmissions of the frame 50
(the hatched frame). After the end of the transmission of the
broadcast of the frame 50 with the power management bit, the

40

45

6

bridge terminal has indicated its up-coming doze state to the
remaining stations in the subnet. Then, it may be switched to
the other subnet.

Such broadcast transmission is a simple and effective way
to reach all stations within one subnet, i.e. within one inde-
pendent basic service set (IBSS). However, a disadvantage of
the broadcast appears when there are collisions. There is no
confirmation for a broadcast message according to the IEEE
802.11 standard. Due to this, there is no control for the suc-
cessful delivery of'the broadcast message to all of the remain-
ing stations. According to an aspect of the present invention,
this can be solved by successively transmitting a plurality of
broadcast frames. Thus, for example, the frames 52 and 54
may be broadcast frames with the power management bit.
However, even the transmission of a plurality of broadcasts
does not allow the confirmation of the successful reception of
the broadcasts by all of the terminals within the subnet.

The second alternative is the preferred embodiment.
According to this exemplary embodiment of the present
invention, a data frame is sent without RTS/CTS by the bridge
terminal. According to the IEEE 802.11 standard, the receiv-
ing station or terminal confirms the reception of such data
frame. Using the transmission of such data frame for indicat-
ing the up-coming doze state allows for the confirmation of
the successfully received doze mode signaling of the bridge
terminal. A missing confirmation according to an aspect of
the present invention automatically causes a new sending of
this data frame. The content of such data frame may include a
dummy entry having a length of 0. This is depicted in FIG. 7.
As may be taken from FIG. 7, a frame 56 (indicated with
hatching) is sent before the up-coming end of the presence
time of the bridge terminal in this subnet. Then, after the other
terminal (in this case there is only one other terminal) has sent
its acknowledgement frame ACK 58, indicating that it suc-
cessfully received the frame with the power management bit,
the bridge terminal switches to the other subnet. Therefore,
from the point of view of the subnet depicted in FIG. 7, after
the switching to the other subnet, the bridge terminal is in the
doze state.

Synchronization of the Bridge Terminal

The energy saving mode presumes the synchronization of
all stations within one IBSS, i.e. within one subnet. The
synchronization itself is carried out by transmitting beacons.
These beacons are transmitted at regular time intervals. After
the alignment of the time synchronization function (TSF) the
remaining transmissions are indicated by means of an ad hoc
traffic indication message (ATIM). This is shown in FIG. 8.
FIG. 8 shows an ATIM window. At the beginning of the ATIM
window, there is the transmission of the beacon 60. Then, the
remaining transmissions are each indicated by means of the
transmission of an ATIM message 62. The ATIM messages
have to be acknowledged by means of an acknowledgment
message ACK 64 by the receiving terminal. In FIG. 8, one
acknowledgment message is missing. Thus, the respective
transmission is repeated.

Stations which are in the doze mode have to change to the
awake state for the ATIM window in order to not miss the
remaining transmissions from other stations.

The ATIM window and the synchronization is important
for the bridge terminal. Since the bridge terminal constantly
changes between two or even more subnets, the bridge termi-
nal has to be synchronized in those subnets and has to send
acknowledgment messages ACK for each ATIM in each of
both subnets. The missing of such an acknowledgment mes-
sage ACK may have two reasons. The first reason is that the
sent ATIM message was not received due to a collisions. The
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second reason may be that due to a missed synchronization,
the receiving station is in the doze mode.

For both cases, the IEEE 802.11 standard provides for a
new display of the remaining transmissions in the successive
ATIM window. In order to avoid that stations stop the retrans-
mission of data frames after the second repetition of the ATIM
window, the bridge terminal according to the present inven-
tion is arranged such that it is present in the respective subnets
for each second ATIM window.

FIG. 8 shows a time dependency diagram of frequency
changes between two subnets and shows the position of the
ATIM window. The pulses 70 indicate the presence time of
the bridge terminal in the subnet net 1 and the subnet net 2.
The pulses 72 indicate the ATIM messages in the subnet net 2
and the pulses 74 indicate the ATIMs in the subnet net 1. The
operation of the subnet net 1 is indicated in the upper part of
FIG. 9, whereas the operation of the subnet net 2 is indicated
in the lower part of FIG. 9. Reference numeral 76 indicates
extended presence time of the bridge terminal in one of the
subnets net 1 and net 2.

Due to the variable length of the ATIM period and the target
beacon transmission time (TBTT) periods, which can be var-
ied by terminals which are dynamically selected, the different
ATIM and TBTT of both nets have to be considered as may be
taken from FIG. 9.

In the case that an ATIM window has been missed, or the
respective confirmation is missing (as in the case of the ATIM
window 74 during the pulse 78), the IEEE 802.11 standard
allows that the respective stations or terminals use assump-
tions from the preceding transmissions in order to assess or
determine the presence of a station. Such definition allows the
bridge circuit to completely skip an ATIM window as is the
case during the pulse 78 indicating the presence time of the
bridge circuit in the subnet net 1. However, if an ATIM win-
dow has been missed, the confirmation of the sent ATIM is
missing. Therefore, until the succeeding beacon, the stations
have to make their assumptions with respect to the presence of
a station on the basis of frames received up to this point. Due
to this knowledge, the stations may initiate data exchange
sequences, even during such a transmission phase. However,
a permanent omission or missing of ATIM windows or a
permanent non-confirmation of ATIM messages may not
occur, since other stations, which may also have changed to
the doze mode have to be informed about up-coming trans-
missions from the bridge terminal. Apart from that, it is nec-
essary for the bridge terminal to know when the next beacon
will be sent. Due to this, an alignment with the time synchro-
nization functions (TSF) of both subnets may be important
for the bridge terminal.

Synchronization Via Probe/Probe Response

After a beacon has been missed, the time synchronization
function (TSF) of the bridge circuit may no longer be syn-
chronized to the TSFs of the remaining stations/terminals.
Then, the time of the subsequent beacon would no longer be
known to the bridge terminal and thus no new synchroniza-
tion would be possible. In such a case, the IEEE 802.11
standard provides for the probe-P/response mechanism. This
mechanism is an active request with respect to the affiliation
or membership of a station to a radio cell. During the probe-
P/response mechanism, a probe-request message is sent to all
stations of the subnet. Then, the station to which the beacon
was sent earlier on responds with a probe-response message
to the request. The probe-request message includes informa-
tion such as a time stamp and a beacon interval. These two
fields of information offer a new synchronization of the TSF
of the bridge terminal.
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FIG. 10 shows the use of a probe-P/response message in a
frequency switching phase. The use of the probe-response
mechanism for the bridge terminal according to the present
invention allows for the synchronization of the TSF as well as
for the signalization of the absence at the same time.

With reference to FIG. 11, the interaction of the individual
elements and aspects of the present invention described with
reference to FIGS. 1 to 10 above will be described.

As may be taken from FIG. 11, at the beginning, the bridge
terminal is operated in subnet net 1. By means of the beacon
80 at the beginning of the TBTT, the bridge terminal is syn-
chronized. For the rest of the ATIM window 82, the bridge
terminal is operated in the subnet net 1. After the beginning of
the transmission phase, the bridge terminal attempts to indi-
cate its switching to the power save state (doze state) by
sending frames 84 including the set power management bit.
In case it is necessary to indicate the switching by means of
up-coming data transmissions, the bridge terminal transmits
the so-called dummy data frames without contents, including
the set power management bit. The data frame is addressed to
the station which made the last transmission and which is in
the awake state. After the reception of the complete confir-
mation for the sent data frame, the bridge terminal switches
the frequency and becomes participant in the subnet net 2.
During the presence time in subnet net 2, the bridge terminal
is in the doze state or power save mode from the point of view
of the terminals in the subnet net 1. Therefore, all stations
which have received the dummy data frame in subnet net 1
postpone their transmissions to the bridge terminal.

After the switching time D1, which as already indicated
above is usually 2 ms, the bridge terminal listens to the
medium, i.e. the radio path for a distributed inter-frame space
DIFS. Advantageously, this avoids that a data transmission
between other stations is disturbed or that transmissions in an
ATIM window are disturbed. When the bridge terminal deter-
mines after a DIFS that the transmission medium is not busy,
the bridge terminal sends a probe-request message via the
active scanning for synchronization of TSF with the subnet
net 2. Now, the bridge terminal is fully present in the subnet
net 2. During the remaining presence time 86, a normal data
transmission to and from other stations may be carried out. At
the end of the presence time 86 in subnet net 2, the bridge
terminal indicates or signals its change to the power save or
doze state in the same way as during the change from the
subnet net 1 to the subnet net 2.

When the bridge terminal was switched to its following
presence time in subnet net 1, the duration of the TBTT and
the ATIM window is known, due to the beacon 80 received
during the preceding presence time. Now, the data received in
the subnet net 2 during the presence time 86 can be distributed
to the respective stations in the subnet net 1. At the same time,
the reinstated awake state, i.e. presence, can be indicated to
the stations in the subnet net 1. Due to the fact that the other
stations, i.e. the stations which do not receive a data transmis-
sion from the subnet net 2 listen to the transmission channel,
they are informed about the new presence time of the bridge
terminal by means of these data transmissions. Accordingly,
all stations in the subnet net 2 are now informed about the
actual state of the bridge terminal. Accordingly, a confirma-
tion of the ATIMS in the ATIM window is no longer neces-
sary. Advantageously, the active scanning may be omitted
here.

As may be taken from FIG. 10, after the presence time 88
in the subnet net 1, the bridge terminal is again switched to the
subnet net 2 and has another presence time 90 in the subnet
net 2. As can be taken from FIG. 10, after the switching to the
subnet net 2 for the presence time 90, a new ATIM window is
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due in the subnet net 2. The ATIM windows as well as the
TBTT of both subnets are asynchronous and have different
sizes. While the ATIM window of the subnet net 2 can be
received, the timely shifted ATIM window in subnet net 1 is
missed. In this case, the remaining stations send an ATIM
message to the bridge terminal in subnet net 1 in case there are
upcoming transmissions in these stations. This signaling will
be repeated until the end of the ATIM window and is ended at
the end of the ATIM window. The missing of the ATIM
information causes the buffering of the up-coming MSDUs
(MAC Service Data Unit) until the next ATIM window. As
already indicated with reference to FIG. 3, the presence time
in the subnet net 2 is extended by the length of the ATIM
window.

The invention claimed is:

1. A method of connecting a first subnet and a second
subnet of a communication network by means of a bridge
terminal, wherein the first subnet operates on a first frequency
channel and the second subnet operates on a second fre-
quency channel, the method comprising:

signaling a switching operation and unavailability of the

bridge terminal by sending a power management bitin a
header of a data frame to stations in either the first subnet
or the second subnet which is not served by the bridge
terminal after the switching operation; and

switching the operation of the bridge terminal between an

operation in the first subnet on the first frequency chan-
nel and an operation in the second subnet on the second
frequency channel, wherein the bridge terminal is
unavailable for the first subnet when it is operated in the
second subnet, and wherein the bridge terminal is
unavailable for the second subnet when it is operated in
the first subnet.

2. The method of claim 1, wherein the communication
network is a packet transmission network in accordance with
the IEEE 802.11 standard.

3. The method of claim 2, wherein the operation of the
bridge terminal is switched periodically between the first and
second subnets such that the bridge terminal is operated in
each of the first and second subnets for a predetermined
duration; and wherein jitters in the predetermined duration
are compensated over a plurality of switching cycles by con-
trolling the switching.

4. The method of claim 1, wherein a content of missed
beacon signals is reported by the bridge terminal by means of
a probe/probe signaling.

5. The method of claim 1, wherein a presence time of the
bridge terminal in each of the subnets is set to a mean pres-
ence time, a presence time is equal for both the first subnet and
the second subnet, thereby avoiding delays in data transmis-
sion.

6. A bridge terminal for connecting a first subnet and a
second subnet of a communication network, wherein the first
subnet operates on a first frequency channel and the second
subnet operates on a second frequency channel, the bridge
terminal comprising:

aprocessor coupled to a memory, the processor configured

to switch between an operation in the first subnet on the
first frequency channel and an operation in the second
subnet on the second frequency channel, wherein the
bridge terminal is unavailable for the first subnet when
operated in the second subnet, wherein the bridge termi-
nal is unavailable for the second subnet when operated in
the first subnet, and

a transmitter configured to signal the switching operation

and the unavailability of the bridge terminal by to send-
ing a power management bit in a header of a data frame
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to stations in either the first subnet or the second subnet
which is not served by the bridge terminal after the
switching operation.

7. The bridge terminal of claim 6, wherein the communi-
cation network is a packet transmission network in accor-
dance with the IEEE 802.11 standard.

8. The bridge terminal of claim 6, wherein the operation of
the bridge terminal is switched periodically between the first
and second subnets such that the bridge terminal is operated
in each of the first and second subnets for a predetermined
duration; and wherein jitters in the predetermined duration
are compensated over a plurality of switching cycles by con-
trolling the switching.

9. The bridge terminal of claim 6, wherein a content of
missed beacon signals is reported by the bridge terminal by
means of a probe/probe signaling.

10. The bridge terminal of claim 6, wherein a presence time
of the bridge terminal in each of the subnets is set to a mean
presence time, a presence time is equal for both the first
subnet and the second subnet, thereby avoiding delays in data
transmission.

11. A communication network comprising:

a first subnet;

a second subnet; and

a bridge terminal for connecting the first and second sub-

nets, wherein the first subnet operates on a first fre-
quency channel and the second subnet operates on a
second frequency channel, wherein an operation of the
bridge terminal is switched between an operation in the
first subnet on the first frequency channel and an opera-
tion in the second subnet on the second frequency chan-
nel, wherein the bridge terminal is unavailable for the
first subnet when it is operated in the second subnet,
wherein the bridge terminal is unavailable for the second
subnet when it is operated in the first subnet, wherein the
switching operation and the unavailability of the bridge
terminal is signaled by sending a power management bit
in a header of a data frame to stations in either the first
subnet or the second subnet which is not served by the
bridge terminal after the switching operation.

12. The communication network of claim 11, wherein the
communication network is a packet transmission network in
accordance with the IEEE 802.11 standard.

13. The communication network of claim 11, wherein a
presence time of the bridge terminal in each of the subnets is
set to a mean presence time, a presence time is equal for both
the first subnet and the second subnet, thereby avoiding
delays in data transmission.

14. A non-transitory machine readable medium having
stored thereon machine executable instructions that, when
executed, implement a method for operating a bridge terminal
of'a communication network for connecting a first subnet and
a second subnet, wherein the first subnet operates on a first
frequency channel and the second subnet operates on a sec-
ond frequency channel, wherein, when the instructions are
executed on the bridge terminal, the instructions cause the
bridge terminal to perform:

signaling a switching operation and unavailability of the

bridge terminal by sending a power management bit in a
header of a data frame to stations in either the first subnet
or the second subnet which is not served by the bridge
terminal after the switching operation; and

switching an operation of the bridge terminal between an

operation in the first subnet on the first frequency chan-
nel and an operation in the second subnet on the second
frequency channel, wherein the bridge terminal is
unavailable for the first subnet when it is operated in the
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second subnet, wherein the bridge terminal is unavail-
able for the second subnet when it is operated in the first
subnet.

15. The non-transitory machine readable medium of claim
14, wherein a presence time of the bridge terminal in each of 5
the subnets is set to a mean presence time, a presence time is
equal for both the first subnet and the second subnet, thereby
avoiding delays in data transmission.
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